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A taste of  history in the making... 
 
Fibre-Crown was established in the early nineties by three high-end Italian contractors who  were  
looking  for  new  ways to decorate and  highlight their buildings.  Pre-cast cement  was  extreme-
ly expensive, it was difficult to handle and  required strong sub-structures. Aluminum profiles were 
also  expensive and  had  very  limited design possibilities.   
 
By using foam, cutting it into shape and coating it with a  cement-based product, they finally 
achieved  their desired  result.  They could  use this product  instead of pre-cast cement  or alumi-
num,  making  production  and installation much quicker, easier and economical.  Later they real-
ized that the same product could also replace most of the decorative elements  made in  wood,  
even  the  smaller  ones, avoiding  maintenance  problems  and rotting while still reducing costs in 
most applications. 
 
What they needed next was a way to manufacture this product industrially and make it available 
to other building contractors.  They strongly believed in their idea and decided to invest to develop 
their project.  It was the spring of 1998 when they founded Fibre-Crown.  Within a couple of  years  
and after  much experimentation, both the manufacturing process and the finished product had 
been considerably improved. 

 
Eighteen years  later  Fibre-Crown Mouldings Inc.  finds itself  positioned  as  a leading company 
in the design and manufacturing of architectural details and mouldings.  New owners and man-
agement haven’t changed the positive attitude of evolving with time, by improving  traditional  Fi-
bre-Crown  products  and developing new finishes and ideas. Particular attention is dedicated to 
quality control and customer service. 

 
Through its products, Fibre-Crown plays a key role in changing the face of today’s architecture by 
allowing its customers to add to almost every project those architectural elements  that  otherwise  
could not  even be  considered  due to  financial  and time constraints.   
 
Today  Fibre-Crown  Mouldings  Inc.  Architectural  details  are  installed  in  hundreds  of com-
mercial and residential projects throughout British Columbia as well as in other parts of Canada 
and the United States. 
 
In 2015 Fibre-Crown Mouldings Inc. details have been selected for the exterior decoration of the 
prestigious McArthurGlen Designer Outlet Project at the Vancouver International Airport. 
 

 

Introduction 

At Fibre-Crown we are environmentally friendly.  By using EPS we are able to reduce the 
consumption  of  trees.  All  of our scrap EPS is ground into beads and used for other 

manufactured products such as toys.  EPS is totally Recyclable and does not contain ozone 
depleting CFCs or HCFCs. 
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Product 
 
Fibre-Crown architectural details consist of a polystyrene (EPS) base reinforced with high-quality  fiberglass mesh and 
coated  with Fibre-Crown  Special  Blend   Coating, an  exclusive  polymer-
modified cement formula.   
 

The product obtained through  this process  is high  quality, strong, durable and 
affordable.  It stands up in any type of weather; it is not affected by rain, moisture 
or extreme temperature changes.  It does not shrink, expand or rot; very  little  
maintenance is required after  the product  is  properly installed.   
 

Fibre-Crown products are ideal for exterior application, but they can also be a 
valid solution for interior design projects.     

 
Design Flexibility 
 
Our catalogue offers a wide variety of profiles and other decorative elements. In addition to the details illustrated  in 
this  catalogue  we  have a  very large  selection  of profiles  that  can be manufactured without incurring in additional 
set-up fees. At the same time we are committed to developing new ideas according to the needs of our customers.  
Regardless of  the quantities manufactured, we  can  modify our shapes and create  new ones, while  maintaining 
competitive prices. Most of our profiles can  be supplied  curved or arched  in accordance with the design requirements 
of the project.   

 
Available Finishes 
 
Profiles shown in this catalogue are supplied in the following finishes: 
 

PAINT STONE GRADE (PS): our typical finishing grade. Mechanically applied, this coating has an average minimum 
thickness  of 1/8” and is very strong.  Thanks  to its orange-peel-look texture, paint  bonds very  easily to the profile 
surface and it will guarantee the greatest performance for years to come.   
 

HAND STONE GRADE (HS): similar to  Paint Stone Grade  for texture and quality, but it is hand applied. Hand Stone 
Grade is  not an alternative to  Paint Stone Grade, but rather is a required  finish  for  those  elements  that  due  to 
their  size  or  shape  (three-dimensional)  cannot  be mechanically coated. Knee-braces, brackets, dentils are normally 
finished in Hand Stone Grade. The thickness of the coating is normally less than 1/8”; this way the finished element will 
be lighter while still guaranteeing the necessary strength and resistance to ordinary impacts.  
 

STUCCO GRADE (S): this finishing grade is recommended  when an  acrylic stucco coating or other materials  (such 
as ceramic or marble tiles) are  applied on our products.  For this reason the thickness of the coating is thin and the 
surface is rougher than other finishes.   
 
 

All our products are supplied only in the natural gray tone typical of concrete without  any additional  treatment or paint 
coating.  The tonality of our coatings is irregular and may vary from production to production. The surface of our prod-
ucts should be sealed or primed and painted after the product is installed. 
 
 

Product Description 
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General Product Specifications 
 
 

for 
 
 

EPS Base “Fibre-Crown Blend” Coated Mouldings and Architectural Details 

 
Manufactured by: 

 
Fibre-Crown Mouldings Inc. 

4025 McConnell Drive 
Burnaby, BC  V5A 3A7 
Phone (604) 433-6955 

Fax (604) 433-6995 
www.fibrecrown.com 

 
 
 
Mouldings  and  Architectural  Details  manufactured  by  Fibre-Crown  consist  of  an EPS base reinforced with a 
fibreglass mesh and faced with “Fibre-Crown Blend” coating, where: 
 
- EPS Core: Expanded Polystyrene-Type 1–conforming to physical properties of CAN/ULC S701-97.   
- Fibre Mesh: balanced, open  weave  fiber glass fabric,  compatible  with  “Fibre-Crown Blend” coating. 
- Fibre-Crown Blend: lightweight acrylic-based polymer modified cement material. 
 
Fibre-Crown mouldings and architectural details are suitable for both exterior and interior use.   
 
Fibre-Crown  mouldings and architectural  details  are attached  to the  main  structure  by adhesive  and/or by  a 
mechanical  fastening system,  based  on  the substrate, size of  the elements and application method.   
 
Adhesive and mechanical fastening systems are based on Manufacturer’s published instructions.   
 
When used in exterior applications, Fibre-Crown mouldings and architectural details shall be painted  with a  product   
suitable  for exterior use in  accordance to Manufacturer’s  published instructions.   
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
Performance and Flame-Spread Tests conducted on “Fibre-Crown Blend” faced EPS mouldings manufactured by 

Fibre-Crown Mouldings Inc. are available upon request.   

Product Specifications 
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Product Typical Applications 

WITH SPLASH DASH STUCCO 

WITH CULTURE STONE 

ON TILT-UP BUILDING 

Fibre-Crown mouldings and architectural details have a wide range of applications and they can  be  in-
stalled on almost  any  type of  wall finishing material.   They can be used in new constructions or in reno-
vation projects.  Installing  Fibre-Crown products is as easy as installing wood or polyurethane; following 
our installation guidelines is the best way to obtain optimal results and lasting satisfaction. 

Window and Door Trims  -  Sills and Headers  -  Banding  - Cornices  -  Pillars  - Wall Caps 

WITH ACRYLIC STUCCO 



 
 
 

Product Typical Applications 

 NEXT TO WOOD SIDING 

NEXT TO LIMESTONE TILES WITH BRICKS 

LANDSCAPING IDEAS 

Fibre-Crown mouldings  and  architectural  details can be used  instead of  traditional materials such as 
pre-cast cement,  wood, aluminum, granite, marble and stone without altering the  aesthetic  look of   the 
building  while at  the  same  time simplifying  the installation process, reducing the construction time and 
meeting limited budgets.   

Quoins   -   Keystones  -  Crown Mouldings  -  Columns  -   Arches  -  Baseboards 



Details 

DENTILS  

CHIMNEY CAPS 

DORMERS TREATMENT 

COLUMNS 

ENTRY TREATMENT 

WALL CAPS 

Window and Door Trims  -  Sills and Headers  -  Banding  - Cornices  -  Pillars  - Wall Caps 



Details 

CROWN CORNICES 

WINDOW TRIMS BANDINGS 

PEDIMENTS POST CAPS 

Quoins   -   Keystones  -  Crown Mouldings  -  Columns  -   Arches  -  Baseboards 



 
 
 

Projects 

McArthurGlen Designer Outlet at Vancouver Int’l Airport (2015) 



 
 
 

Projects 

McArthurGlen Designer Outlet at Vancouver Int’l Airport (2015) 



 
 
 

Projects 

Apartment Buildings in Vancouver 



 
 
 

Projects 

Apartment Buildings in Vancouver 



 
 
 

Projects 

Residential Projects 



 
 
 

Projects 

Residential Projects 



 

Projects 

Residential Projects 



 

Projects 

Residential Projects 



 

Projects 

Residential Projects 



 

Projects 

Residential Projects 



 

Projects 

Residential Projects 



 

Projects 

Heritage Projects 



 
 
 

Installation Guidelines 

DISCLAIMER:  THESE ARE INSTALLATION GUIDELINES ONLY 

1. Ensure substrate surface is 
dry, free of contaminants, dust 
and/or loose materials. Remove 
scrap and level if necessary.   

2. Our product cannot be in-
stalled directly on building paper 
or similar surfaces. In this case, 
a strip of metal lath shall be firm-
ly fixed to the surface and base-
coat applied in order to assure 
an adequate adherence of Fibre-
Crown products to the substrate 

3. Using a notched trowel 
spread polymer modified thin-set 
compound or similar adhesive 
onto the surface of the profile 
that will be in contact with the 
substrate. 

6. Immediately remove extra 
adhesive and wipe clean with a 
damp cloth. 

5. To ensure maximum bonding 
while the adhesive is still wet, 
apply pressure on the entire 
length of the moulding moving 
back and forth with a lateral mo-
tion.  

4. Adding extra thin-set or simi-
lar adhesive will help to fill any 
gaps in the substrate and will 
assure a better adherence.   

For the installation of Fibre-Crown  products we  recommend using  solvent-free construction adhesives  (such as PL Premium) or 
Polymer modified thin-set. Choice of adhesive depends on substrate and type of application required. Contact us for more details.  

 

Fibre-Crown architectural products are to be primed and painted with exterior acrylic latex paint or elastomeric paint.   



 

Installation Guidelines 

DISCLAIMER:  THESE ARE INSTALLATION GUIDELINES ONLY 

7. All details should be held in 
place with mechanical fasteners 
until adhesive sets. For exam-
ple: clamps, galvanized nails, 
screws and washers. 

8. All mitered and butted surfac-
es must be filled with adhesive. 

9. In case of hidden butt-joints, 
we recommend applying fiber-
glass mesh 3” past each side of 
the joint. This will avoid future 
openings. A thin layer of base-
coat cementitious compound is 
to be applied on top of the mesh 
and allowed to dry.   

12. If you need to cut a notch on 
the profile, mark the cut with a 
pencil and use an angle grinder 
to execute an accurate job. 

11. For all cuts and mitres, use a 
compound mitre saw with dia-
mond blade or equivalent to cut 
mouldings to size. 

10. After basecoat applied to 
cover the mesh is dry, surface 
will have to be sanded smooth. 
A second layer of wet basecoat 
applied with foam brush, will 
help to blend the texture with the 
original product 

For the installation of Fibre-Crown  products we  recommend using  solvent-free construction adhesives  (such as PL Premium) or 
Polymer modified thin-set. Choice of adhesive depends on substrate and type of application required. Contact us for more details.  

 

Fibre-Crown architectural products are to be primed and painted with exterior acrylic latex paint or elastomeric paint.   
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FLUTED PIL@STERS 
ROUND COLUMNS 
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PROPOSED SOLUTIONS 
 

WINDOWS @ND DOORS TRE@TMENTS 
COLUMNS 

DENTIL STRIPS 
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